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24V DC/
120/240V AC

32°

38°

IP RatingPower (W)
Typical
luminance(lm)

Typical
consumption(W)

Typical
operating current(mA)Input voltage(V)Model No. Beam angle

460

722

923.83

1154.79

692.88

451.92

0.00

230.96

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.2m

2.4m

3.6m

4.8m

6.1m

7.3m

1.2m

2.4m

3.7m

4.9m

6.1m

7.3m

285.53 LUX

71.38 LUX

31.73 LUX

17.85 LUX

11.42 LUX

7.93 LUX

Center beam LUX Beam width

Ver.Spread:33.9 Horiz.Spread:33.7

HV
2m

4m

6m

8m

10m

12m

230.96
461.92
692.88
923.83
1154.79

C45(MAX):
C0/C180:

C90/C270:

1238.00

1547.50

928.50

619.00

0.00

309.50

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

1.4m

2.9m

4.3m

5.8m

7.2m

8.7m

1.4m

2.9m

4.3m

5.8m

7.2m

8.7m

380.45 LUX

95.11 LUX

42.78 LUX

23.78 LUX

15.22 LUX

10.57 LUX

Center beam LUX Beam width

Ver.Spread:39.8 Horiz.Spread:39.8

HV
2m

4m

6m

8m

10m

12m

309.50
619.00
928.50
1238.00
1547.50

C45(MAX):
C0/C180:

C90/C270:

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

285.53 LUX

71.38 LUX

31.73 LUX

17.85 LUX

11.42 LUX

7.93 LUX

0 1 2 3 41234

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

380.45 LUX

95.11 LUX

42.27 LUX

23.78 LUX

15.22 LUX

10.57 LUX

0 1 2 3 41234

LMT-SMST-001

LMT-SMST-002

Unit:mmOuter Dimensions

70

70 70

175.5137

113

113 113

148
201

OI

OI OI

OIOI

OI

SHOOTER LIGHT
Surface mounted

Product Specifications

Material

Glass

LED

LED Driver

Operating temperature

Power Cable

Dimmable Support

12# Die-casting dark grey powder coated aluminum.
T=60-80µm.Adhesion of ISO class 1/ASTM class 4B

Step tempered glass.T=4mm

Multi chip on board LED

Constant Voltage Input,Constant Current Output

-20˚C _ 40˚C

H05RN-F 2X1.0mm2  L=0.5m(low voltage)
H05RN-F 3X1.0mm2  L=0.5m(high voltage)   

Triac PWM 1-10V Dali

Warranty 3 years against manufacturing defect

LMT-SMST-001

LMT-SMST-001

LMT-SMST-002

LMT-SMST-002

3000K
6000K

LED Colour
Temperature

IP671-10VPWMTRIAC DALI
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