
LMT-SP-008-BR

Brass Series
SPIKE LIGHT

Unit:mmOuter Dimensions

Beem AngleModel No.
Typical

luminance(lm) IP RatingPower (W)Material Input voltage(V)

LMT-SP-008-BR-5W 5 Watts 12V AC 24°/ 40°/60° 550lm IP67

LMT-SP-008-BR-9W 9 Watts 12V AC 20°/ 30°/38° 1050lm IP67

Die Cast Brass

Die Cast Brass

Product Specifications

Material

Light Window

Operating temperature

Power Cable

Mounting sleeve

Dimmable Support

Tempered Glass (T-4~6mm)

Die Cast Brass 

-20˚C _ 50˚C

H05RN-F 2X0.75mm21mtr Cable

U bracket for solid ground, ABS Spike for soft ground

Non Dimmable

CREE COB LEDLED Chip
Warranty 3 years against manufacturing defect

Antique brass finish3000KA
B
C

4000K
5000K

FinishingLED Colour Temperature
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-120°

-150°

120°

150°

573.68

1147.35

1721.03

2294.70

2868.38

1.0m 34.12cm2868.4 , 2278.5 lx

2.0m 68.24cm717.1 , 569.6 lx

3.0m 102.36cm318.7 , 253.2 lx

Max , Ave Beam angle of C0plane19.36

spike for soft ground mounting
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Unit: mm

LMT-SP-008-BR-5W LMT-SP-008-BR-9W

IP67

LMT-SP-008-BR-9W

Optional Accessories

Linear glass lens  Soften glass lens Honeycomb louver

20° 40° 60°

Lens
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