LANDSCAPE LIGHTING

&LUMA

SPIKE LIGHT

Brass Series

Outer Dimensions Unitmm
N
B4 M
e \/ & spike for soft ground mounting
- ®
o LMT-SP-009-BR o L MT-SP-010-BR
Lens
150 30° 60°
Product Specifications

Material Diecast Brass

Light Window | Clear Glass T=4mm LED Colour Temperature M Finishing
Lamp holder MR16
Operating femperature | -20°C — 50°C e A 2700K e Bronze Finish
Power Cable | HOSRN-F 2X0.75mm2imir Cable ° B 3000K
e C 4000K

Mounting sleeve | ABS 076"
LED Chip Philips / Osram

Warranty 3 years against manufacturing defect

Typical
Model No. Material Power (W) Input voltage(V) Beem Angle luminance(Im) IP Rating
LMT-SP-009-BR
Diecast Brass 5W MR16 12V AC/DC 15°/ 30°/60° 530Im IP66

LMT-SP-010-BR

12()0%1 >0° Beam diagram
90° / \ 90° - VBA — 2x41°  hlwax — 2x9° | h | Eo ‘d(m)‘ :
‘s (m) | (%) | vBA |'lmax '12E0
Light output ratio 1.0 10 | 3767| 174 032 028
60° 15 | 1674| 261 048 042
Imax 20 20| 942| 348| 063 056
VBA 25 | 603| 435 079 070
BS (almar) 3.0 30 | 419| 522| 095 084
85 (€0 35 | 307| 609 111 098
Ks 40 40 | 235 695 127 112
30° . NOVISIBLE SPOT 45 | 186 7.82) 143 126
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