LANDSCAPE LIGHTING

&LUMA

WALL WASHER LIGHT

Outer Dimensions

Unit:mm
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High voltage input (100V-240V)
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Adjustable beam direction
Product Specifications
Housing Extruded aluminum,powder coated Lens
Lens Optical lens, efficiency=85%
Light Window Step tempered glass.T=4mm
Cable gland IP68 PG-9 PA4S
Gasket Glass and housing are silicone sealed 15° 20° 30° 50°
LED OSRAM SMD3030
Operating temperature -20°C~40°C
Bracket }T-Izowr'csir%rfrw]romepIcfedsfcﬂnless steel SUS 304# LED Colour Temperature
rover oo | BT R B L lan i = A 200K
Dimmable Support Tiac PWM 1-10V Dali * B 3000K
e C 6000K
Warranty 3 years against manufacturing defect

Typical
consumption(W)

Typical
luminance(Im)

Typical
operating current(mA)

Power (W)

Beam angle Input voltage(V) [ Nelilgle]

24V = 305 24V = 7.5 .
6x1.0W 24V DC _ Cool white =530
LMT-WW-003-245 . 20° 265 120V = 100 120V = 7.2 e IP 66
Single color 120/240 240V = 55 240V = 73 Warm white =512
24V = 610 24V = 145 .
12x1.0W 24V DC Cool white =1080
LMT-WW-003-510 < 20° 510 120V = 130 120V = 15.0 Lo - IP 66
Single color 120/240 240V = 65 240V = 15.0 Warm white =864
24V =1220 24V = 29 .
24x1.0W 24V DC _ Cool white =2140
o o o . 20° 985 120V = 295 120V = 35 . IP 66
LMT-WW-003-985 ;e color 120/240 Y = 040V = 35 Warm white =1976
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